
 
 
 

 

MasterFinish FW 324 
 

MasterFinish FW 324 is used for concreting at difficult strippings, for instance re-
cesses, pin bolts and cases. 
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FEATURES: 
MasterFinish FW 324 is mould wax with chemical/physical 
effect which reduces the friction during stripping. 
 

APPLICATION PROCEDURE: 
MasterFinish FW 324 is ready for use. 
 
Before use the mould should be cleaned thoroughly. 
 
It is applied by means of a brush, roller or cloth. 
 
MasterFinish FW 324 can be applied at temperatures 
down to -15°C. 
 
In consideration of the consumption and the application 
the temperature of the mould wax should be above 0°C. 
 
Overdosage and application difficulties will increase in pro-
portion to the decreasing temperature of the mould wax. 
 

Storage: 
MasterFinish FW 324 is to be stored at temperatures be-
tween 0°C and +20°C in sealed package. 
 
If stored as prescribed, the shelf life is 1 year. 
 

Packaging 
15 l bucket 
 

SUSTAINABILITY 

 

MasterFinish FW 324 is classified, with regards to 

Berufsgenossenschaft der Bauwirtschaft (BG BAU),  

as GISCODE: BTM10. 

 
WORKING CONDITIONS 
See separate safety data sheet/instructions. 
 
MAL-kode: 00-1 (1993) 
 
Reservations for changes and misprints. 

 
 
 
 
 
 
 

 
 

Technical data 

Product Mould wax 

Active constituents Paraffin wax, refined mineral oil 

Density (20°C) Approx. 0,85 kg/l 

Flash point: >100°C 

Appearance Yellow paste 

 
 
 
 
Master Builders Solutions Denmark A/S 
Hallandsvej 1 
DK-6230 Rødekro 
Tlf.: +45 74 66 15 11 
www.master-builders-solutions.com 
 
 
NOTE:  
The technical information and work instructions are provided by Master Builders Solutions Denmark A/S for the purposes of helping the user to achieve the best possible and most economic results.  
Our instructions are based on many years' experience and on our existing knowledge. As user's working conditions are beyond our control, we cannot accept any responsibility  
for the results achieved by the user when using the product. It is, therefore, always the responsibility of the user to take the necessary precautions in his case to comply with  
applicable regulations. If there is any doubt about the product's properties or use, Master Builders Solutions Denmark A/S should be contacted immediately.  
 
N.B. As all our data sheets are regularly updated, it is the user's responsibility to obtain the latest version. 

 

 


